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MAXI-LITE

 Designed from the ground up with safety foremost. 
 Some of  the important Mine Spec safety features are:

•	 SHO-HD Lighting System:  Brighter, whiter light of the SHO-HD SYSTEM more closely approximates 
sunlight, resulting in greater color rendering  accuracy and object definition for a safer and more 
productive work site.

•	 V-Series vertical only tower:   A single switch located at the rear of the enclosure operates 
the hydraulically-actuated V-Series tower, extending it to full operating height in only twenty 
seconds.  The operator stands at the rear of the trailer, outside of the tower’s operating footprint  
and away from its moving parts.

•	 Fluid Containment System:  Holds up to 110% of the full fuel and engine oil capacity to protect 
sensitive ecosystems from inadvertent leaks and spills.

Over forty years ago the Allmand Maxi-Lite was introduced, and since that time 
the Maxi-Lite name has become synonymous with “bullet-proof” durability and 
exceptional performance.  Today, Allmand has taken the Maxi-Lite to the next level 
with the Mine Spec series light towers.  Designed specifically for the rugged demands 
of the mining industry, Allmand Maxi-Lite Mine Spec models deliver more light, more 
power and the durability to provide the 24/7 performance your site requires.

•	 Exhaust Shield and Muffler wrap:  Protects      
      the operator and others from the  
      possibility of burns caused by contact 
      with the exhaust system.

•	 Fan and Belt Guards:  Meet the stringent 
requirements of AS3000, CSA and CE, 
and serve to protect the operator from 
potentially hazardous moving parts of 
the engine.

•	 Fire Extinguisher:  Easily accessible 
     from outside the trailer.

•	 Emergency Stop Switch:  Allows all 
systems to be immediately shut down 
from the outside of  the trailer in the 
event of an emergency.

www.allmand.com
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SHO-HD 1250 Watt Metal Halide Lighting System (X 4) l

SHO-HD 1250 Watt Metal Halide Lighting System (X 6) l l

1000 W High Pressure Sodium Light System (X 4) OPT
1000 W High Pressure Sodium Light System (X 6) OPT OPT
V-Series Vertical Only Tower l l

Tiltable / Articulating Tower l

Heavy-Duty, Heavy Gauge Trailer l l l

Chip-Resistant Front Panel Coating l l l

Fire Extinguisher l l l

Wheel Chocks l l l

CAT C 1.1 Diesel Engine / 8kW 60 Hz Generator l

CAT C 1.5 Diesel Engine / 15kW 60 Hz Generator l

CAT C 2.2 Diesel Engine / 20kW 60 Hz Generator l

Full Engine Gauge Package l l

Telematics / GPS OPT OPT OPT
Emergency Stop Switch on outside of enclosure l l l

Battery Disconnect l l l

Fluid Containment System l l l

Four-Point Stabilizer System l l l

Hydraulic Outriggers l
65 MPH (105 km/hr) Wind Rating l l l
Large Diameter Wheels and Tires / Heavy-Duty Axle l l l

Removable Drawbar l l l

Stanadyne Fuel Filter / Water Separator l l l

Two-Stage Air Filter with Cyclonic Pre-Cleaner and Restriction 
Indicator l l l

Low Fuel Warning Light on outside of enclosure l l l

50 US Gallon Fuel Tank l

70 US Gallon Fuel Tank l

100 US Gallon Fuel Tank l

Skid-Mounted (100 US Gallon Fuel Tank)* OPT OPT OPT
Skid-Mounted (200 US Gallon Fuel Tank)* OPT OPT OPT
Heavy-Duty Starting Battery l l l

External Oil Drain l l l

Exhaust Shield and Muffler Wrap l l l

Fan and Belt Guards (meets AS 3000, CE, CSA standards) l l l
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FEATURES AND BENEFITS:
Vertical Only Hydraulically-Actuated Tower: Standard on the Maxi-Lite Spec I and Spec II, 
the V-Series mast extends from towing position to full operating height in only twenty seconds.  Since 
the tower always remains in the vertical position the lamps may be accurately adjusted at ground level 
before raising the tower, eliminating much of the trial-and-error in light tower setups. And since the 
tower does not extend over the rear of the trailer, lamp damage caused by careless towing or storage is 
virtually eliminated.

Four-Point Stabilizer System: When properly set up on stable ground, the Allmand Maxi-Lite Mine 
Spec can withstand wind gusts up to 65 MPH.

Fluid-Containment System: Environmental contamination is a major concern in fragile 
ecosystems.  The fluid-containment system on the Maxi-Lite Mine Spec will hold 110% of the engine fuel 
and lubricating oil, even in the event of a catastrophic leak.

Removable Drawbar:  May be removed for shipping and  easily replaced without welding, with 
minimal down-time.

Heavy-Duty Two-Stage Air Filter:  Dusty mine sites can wreak havoc on diesel engines.  The 
two stage air filter system with a cyclonic pre-filter and restriction indicator helps ensure that the Allmand 
Mine Spec will keep running even in harsh environments.

SHO-HD Engineered 1250 Watt 
Lighting System: Sometimes Less is 
More! Allmand exclusive system with four or 
six 1250-watt metal halide lamps, produces 
more light, withstands rough handling, 
lasts longer and costs less to re-lamp than 
1500-watt double-ended lamp systems. The 
physically smaller fixtures are lighter, create 
less wind load and operate with greater 
fuel efficiency than 1500-watt metal-halide 
systems.

Independently-produced photometric data 
confirming lamp output of various types of 
lighting is available on request from Allmand 
Bros. Inc.

Specifications are current at time of publication and are subject to change without prior notice.
*Spec III and other items noted with asterisk (*) are developmental concepts.
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Independent photometry testing based on four lamps, aimed 45° apart and 20° 
below horizontal, with tower extended 30 feet above ground level.
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